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HPU-1227

POLYQuik® HPU-1227 is a two-component, 100% solids, aromatic spray elastomer, which cures quickly to create
a monolithic coating. It has excellent abrasion resistance, and adhesion to wood, concrete or metal. It can be
applied under a wide range of climate conditions, and is resistant to blistering under high humidity conditions.

HPU-1227 Resin Black Drum (50 gal/190L) | 1020620-50 | 1020622-50 @ Gal 4 drums/48x48" pallet (122x122 cm)

HPU-1227 Dove Gray Drum (50 gal/190L) | 1020627-50 | 1020622-50 | Gal 4 drums/48x48" pallet (122x122 cm)

HPU-1227 Indigo Blue Drum (50 gal/190L) | 1020634-50 | 1020622-50 | Gal 4 drums/48x48" pallet (122x122 cm)

HPU-1227 Plum Drum (50 ga/190LI) 1020631-50 | 1020622-50 | Gal 4 drums/48x48" pallet (122x122 cm)

HPU-1227 Shadow Drum (50 gal/190L) 1020621-50 | 1020622-50 | Gal 4 drums/48x48" pallet (122x122 cm)

HPU-1227 Slate Gray Drum (50 gal/190L) 1020624-50 | 1020622-50 | Gal 4 drums/48x48" pallet (122x122 cm)

Contact sales person for estimated shipping weights

Product Packaging Information
-— %
Technical
Drum Data Sheet
HPU-1277

P-480

POLYQuik® P-480 is a two-component, aromatic, sprayable, polyurea, elastomeric coating. It is used as a chemical-
resistant, waterproof, protective coating for both vertical and horizontal surfaces. It is resistant to corrosion and
many chemicals, including hydrogen sulfide, acids and hydrocarbon solvents. Use POLYQuik® P-480 where regular
thermal or dynamic movement is expected.

P480 B Resin Black Drum (50 gal/190L) 1020445-50 | 1020447-50 | Gal 4 drums/48x48" pallet (122x122 cm)

P480 B Resin Gray Drum (50 gal/190L) 1020442-50 | 1020447-50 | Gal 4 drums/48x48" pallet (122x122 cm)

P480 B Resin Briar Patch Tote (250 gal/946L) | 1020702-90 | 1020447-90 | Gal 1 tote/48x48" pallet (122x122 cm)

P480LP B Resin Black Drum (50/190L gal) 1020248-50 | 1020780-50 | Gal 4 drums/48x48" pallet (122x122 cm)

Contact sales person for estimated shipping weights

Product Packaging Information
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Drum Tote Data Sheet
P-480
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https://polyquik.com/wp-content/uploads/POLYQuik-HPU-1227-TDS-314-REV_1-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-HPU-1227-TDS-314-REV_1-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-HPU-1227-TDS-314-REV_1-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-HPU-1227-TDS-314-REV_1-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-P-480-TDS-236-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-P-480-TDS-236-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-P-480-TDS-236-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-P-480-TDS-236-Rev_2-1.pdf

P-500

POLYQuik® P-500 is a two-component aromatic 100% solids sprayable polyurea elastomeric coating with
extended working time and high abrasion resistance, possessing high elongation, and resistance to abrasion,
corrosion, and a wide range of chemicals. POLYQuik® P-500 can receive a broadcast of aggregate for slip
resistance.

P500 (1500 ml) Cartridge 1020120-1500 | 4/Case 64 cases/36x48" pallet (91x122 cm)
Contact sales person for estimated shipping weights
Product Packaging Information

-

I
Cartridge Technical

Data Sheet
P-500

P-700

POLYQuik® P-700 is a two-component, aromatic, sprayable pure polyurea elastomeric coating. It is used as a
highly elastic, waterproof protective coating for both vertical and horizontal surfaces. It is specially formulated
for excellent overcoat adhesion to geotextiles and old coatings with minimal surface preparation. Use POLYQuik®
P-700 where regular dynamic movement is expected. POLYQuik® P-700 can receive a broadcast of aggregate for
slip resistance on horizontal surfaces.

P700 Resin Gray Drum (50 gal/190L) | 1020434-50 | 1020433-50 | Gal 4 drums/48x48" pallet (122x122 cm)
Contact sales person for estimated shipping weights
Product Packaging Information

Ol
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Drum Technical
Data Sheet
P-700
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https://polyquik.com/wp-content/uploads/POLYQuik-P-500-TDS-237-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-P-500-TDS-237-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-P-500-TDS-237-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-P-500-TDS-237-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-P-700-TDS-254-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-P-700-TDS-254-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-P-700-TDS-254-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-P-700-TDS-254-Rev_2-1.pdf

HPU-1207

POLYQuik® HPU-1207 is a two-component, 100% solids, aromatic spray elastomer, which cures quickly to create
a monolithic coating. It has excellent abrasion resistance, and adhesion to metal and other rigid substrates. It is
designed to be applied in an OEM facility with controlled conditions to provide a protective barrier over various
types of parts.

HPU-1207 Drum (50 gal/190L) | 1025200-50 1025201-50 Gal 4 drums/48x48" pallet (122x122 cm)
Contact sales person for estimated shipping weights
Product Packaging Information

<>

== :
Technical

Drum Data Sheet

HPU 1207

FPS & Dispenser

POLYQuik® FPS is a two component, 100% solids, 0 VOC polyurea system designed for low pressure application
for small applications and repairs when expensive in-plant equipment is not an option. FPS has excellent abrasion
resistance, toughness, and adhesion to metal or other rigid substrates. FPS is ideal to provide superior protection in
the most demanding environments. The

FPS-Coating Black (1500 ml) Cartridge | 1020689-1500 | 4/Case 64 cases/36x48" pallet (91x122 cm)
1:1 PNEUMATIC DISPENSER s
MIXCOAT MIXPAC1500mL 8930321 1 Sold individually
Contact sales person for estimated shipping weights
Product Packaging Information
e
Cartridge Technical EPS FPS Demo
Data Sheet Instructions
EPS
Mixpac
Brochure

Return to Table of Contents>>>



https://polyquik.com/wp-content/uploads/POLYQuik-HPU-1207-TDS-232-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-HPU-1207-TDS-232-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-HPU-1207-TDS-232-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-HPU-1207-TDS-232-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-FPS-TDS-184-Rev_0-1-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-FPS-TDS-184-Rev_0-1-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-FPS-TDS-184-Rev_0-1-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-FPS-TDS-184-Rev_0-1-1.pdf
https://polyquik.com/wp-content/uploads/sulzer-mixpac-brochure-mixcoat-systems-for-two-component-coatings.pdf
https://polyquik.com/wp-content/uploads/sulzer-mixpac-brochure-mixcoat-systems-for-two-component-coatings.pdf
https://polyquik.com/wp-content/uploads/sulzer-mixpac-brochure-mixcoat-systems-for-two-component-coatings.pdf
https://polyquik.com/wp-content/uploads/sulzer-mixpac-brochure-mixcoat-systems-for-two-component-coatings.pdf
https://vimeo.com/1198234730/3c3fa6e002
https://vimeo.com/1198234730/3c3fa6e002
https://vimeo.com/1198234730/3c3fa6e002
https://vimeo.com/1000868378
https://polyquik.com/wp-content/uploads/POLYQuik-FPS-Instructions-GUI-018-Rev-1-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-FPS-Instructions-GUI-018-Rev-1-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-FPS-Instructions-GUI-018-Rev-1-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-FPS-Instructions-GUI-018-Rev-1-1.pdf

Primer LV

POLYQuik® Primer LV is a 2-component, low-viscosity, penetrating urethane primer. POLYQuik® Primer LV is
designed for easy application at a wide range of temperatures and fast recoat times. POLYQuik® Primer LV can

be applied by airless sprayer or brush/roller.

. 2-1 gal per box;
Primer LV (1 gal/4L) 1026919-01 1026920-01 Gal 72 boxes/36x48" pallet (91x122 cm)
Primer LV (5 gal/19L) 1026919-05 1026920-05 | Gal 36 pails/36x48" pallet (91x122 cm)

Primer LV (600 ml) Cartridge 1026919-600 12/Case 64 cases/36x48" pallet (91x122 cm)
Contact sales person for estimated shipping weights
Product Packaging Information
—I‘—
Pail Cartridge Technical
Data Sheet
Primer LV

Primer LPS

POLYQuik® Primer LPS is a two component, 100% solids, high build, rapid setting primer for elastomeric
coatings. POLYQuik® Primer LPS is designed for applications via high pressure, plural component proportioner.
POLYQuik® Primer LPS creates a strong bond between the substrate and topcoat, as well as reducing the

number of pinholes on porous substrates.

Primer LPS (5 gal/19L) 1020735-05 1020736-05 | Gal 36 pails/36x48" pallet (91x122 cm)
Contact sales person for estimated shipping weights
Product Packaging Information
Pail Technical
Data Sheet

POLYQuik Primer LPS

Return to Table of Contents>>>



https://polyquik.com/wp-content/uploads/POLYQuik-Primer-LV-TDS-340-Rev_0.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-Primer-LV-TDS-340-Rev_0.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-Primer-LV-TDS-340-Rev_0.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-Primer-LV-TDS-340-Rev_0.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-Primer-LPS-TDS-341-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-Primer-LPS-TDS-341-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-Primer-LPS-TDS-341-Rev_2-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-Primer-LPS-TDS-341-Rev_2-1.pdf

Primer LPR

POLYQuik® Primer LPR is a two component, 100% solids, high build, rapid setting primer designed to be roll
applied for elastomeric coatings. POLYQuik® Primer LPR creates a strong bond between the substrate and
topcoat, as well as reducing the number of pinholes on porous substrates. POLYQuik® Primer LPR reduces system
permeability for POLYQuik® topcoats to meet Class A Vapor Barrier requirements.

Primer LPR Kit (4 gal/15L) 1020030-KIT Kit 32 kits/36x48" pallet (91x122 cm)
Contact sales person for estimated shipping weights
Product Packaging Information
Pail Technical
Data Sheet
Primer LPR

Primer RAS

POLYQuik® Primer RAS is a two component, low build, rapid setting primer designed to be applied by roller or
airless spray. Primer RAS creates a strong bond between the substrate and topcoat.

Primer RAS Kit (4 gal/15L) 1020790-KIT Kit 32 kits/36x48" pallet (91x122 cm)
Contact sales person for estimated shipping weights
Product Packaging Information
. Technical
Pail Data Sheet
Primer RAS
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https://polyquik.com/wp-content/uploads/POLYQuik-Primer-LPR-TDS-351-Rev_0-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-Primer-LPR-TDS-351-Rev_0-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-Primer-LPR-TDS-351-Rev_0-1.pdf
https://polyquik.com/wp-content/uploads/POLYQuik-Primer-LPR-TDS-351-Rev_0-1.pdf
https://polyquik.com/wp-content/uploads/PolyQUIK-Primer-RAS-TDS-350-Rev_0-1.pdf
https://polyquik.com/wp-content/uploads/PolyQUIK-Primer-RAS-TDS-350-Rev_0.pdf
https://polyquik.com/wp-content/uploads/PolyQUIK-Primer-RAS-TDS-350-Rev_0-1.pdf
https://polyquik.com/wp-content/uploads/PolyQUIK-Primer-RAS-TDS-350-Rev_0-1.pdf

CJF-CC

FastPatch® CJF-CC is a two-component, self-leveling, 100% solids hybrid polyurea, control-joint filler designed
to protect joints in industrial concrete floors subject to hard wheels and heavy loads. FastPatch® CJF-CC provides
excellent resistance to spalling, abrasion, chemical attack, and corrosion. It is also ideal for filling random cracks.

CJF-CC (5 gal/19L) 1026306-05 1026305-05 | Gal 36 pails/36x48" pallet (91x122 cm)

CJF-CC (600 ml) Cartridge 1026306-600 12/Case 64 cases/36x48" pallet (91x122 cm)
Contact sales person for estimated shipping weights
Product Packaging Information
| |
Pail Cartridge Technical
Data Sheet
CJE-CC

Return to Table of Contents>>>



https://polyquik.com/wp-content/uploads/FastPatch-CJF-CC-TDS-148-Rev_1-1.pdf
https://polyquik.com/wp-content/uploads/FastPatch-CJF-CC-TDS-148-Rev_1-1.pdf
https://polyquik.com/wp-content/uploads/FastPatch-CJF-CC-TDS-148-Rev_1-1.pdf
https://polyquik.com/wp-content/uploads/FastPatch-CJF-CC-TDS-148-Rev_1-1.pdf

EJC+

FastPatch® EJC+ is a flexible, two component, polyurethane based expansion joint sealant. FastPatch® EJC+ is an
ASTM C920 Type M, grade P, class 50 sealant for use in expansion joints with movement at least 50% and where
longevity and chemical resistance is a high priority.

EJC+ Black (50 gal/190L) 1026262-50 1026026-50 | Gal 4 drums/48x48" pallet (122x122 cm)

EJC+ Gray (50 gal/190L) 1026165 1026026-50 Gal 4 drums/48x48" pallet (122x122 ¢cm)

EJC+ Black (600 ml) Cartridge 1026262-600 12/Case 64 cases/36x48" pallet (91x122 cm)

EJC+ Gray (600 ml) Cartridge 1026165-600 12/Case 64 cases/36x48" pallet (91x122 ¢cm)

Contact sales person for estimated shipping weights

Product Packaging Information
-I‘- u
Pail Cartridge Technical Sales Sheet EJC+
Data Sheet EJC
EJC+

EJC-25

FastPatch® EJC-25 is a rapid setting, two-component, polyurethane-based sealant with excellent adhesion and
durability. FastPatch® EJC-25 has demonstrated superior long-term performance for joint sealant applications
with small to moderate movement requirements.

EJC-25 (5 gal/19L) 1026351-05 1026350-05 | Gal 36 pails/36x48" pallet (91x122 cm)

EJC-25 (600 ml) Cartridge 1026351-600 12/Case 64 cases/36x48" pallet (91x122 cm)
Contact sales person for estimated shipping weights
Product Packaging Information
-I‘-
Pail Cartridge Technical Sales Sheet
Data Sheet EJC
EJC-25

Return to Table of Contents>>>



https://vimeo.com/1000868378
https://polyquik.com/wp-content/uploads/Fastpatch-EJC-TDS-278-Rev_2.pdf
https://polyquik.com/wp-content/uploads/Fastpatch-EJC-TDS-278-Rev_2.pdf
https://polyquik.com/wp-content/uploads/Fastpatch-EJC-TDS-278-Rev_2.pdf
https://polyquik.com/wp-content/uploads/Fastpatch-EJC-TDS-278-Rev_2.pdf
https://vimeo.com/1000868378
https://vimeo.com/1000868378
https://fastpatchsystems.com/wp-content/uploads/2025/01/FastPatch-SalesSheet-Sealant-EJC-2025.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/01/FastPatch-SalesSheet-Sealant-EJC-2025.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/12/Fastpatch-EJC-25-TDS-345-Rev_0.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/12/Fastpatch-EJC-25-TDS-345-Rev_0.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/12/Fastpatch-EJC-25-TDS-345-Rev_0.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/12/Fastpatch-EJC-25-TDS-345-Rev_0.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/01/FastPatch-SalesSheet-Sealant-EJC-2025.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/01/FastPatch-SalesSheet-Sealant-EJC-2025.pdf

EJC-50

FastPatch® EJC-50 is a flexible, two component, rapid set, polyurethane based expansion joint sealant.
FastPatch® EJC-50 is an ASTM C920 Type M, grade P, class 50 with superior long term performance for joint sealant
applications with moderate movement requirements.

EJC-50 Black (5 gal/19L) 1026349-05 1026348-05 Gal 36 pails/36x48" pallet (91x122 cm)
EJC-50 Black (50 gal/190L) 1026349-50 1026348-50 | Gal 4 drums/48x48" pallet (122x122 cm)
EJC-50 Black (250 gal/946L) 1026218-05 1026348-90 | Gal 1 tote/48x48" pallet (122x122 cm)
EJC-50 Gray (5 gal/19L) 1026347-05 1026348-05 | Gal 36 pails/36x48" pallet (91x122 cm)

EJC-50 Black (600 ml) Cartridge | 1026349-600 12/Case 64/36x48" pallet (91x122 cm)
EJC-50 Gray (600 ml) Cartridge | 1026347-600 12/Case 64/36x48" pallet (91x122 cm)
Contact sales person for estimated shipping weights
Product Packaging Information

-

Cartridge

Technical Sales Sheet
Data Sheet EJC
EJC-50

EJC-100

FastPatch® EJC-100 is a flexible, two-component, rapid-setting, polyurethane-based joint sealant. FastPatch® EJC-
100 is an ASTM C920 Type M, Grade P, Class 100/50 expansion joint compound with excellent elongation and cure.

EJC-100 Black (5 gal/19L) 1026346-05 1026353-05 Gal 36 pails/36x48" pallet (91x122 cm)
EJC-100 Black (50 gal/190L) 1026346-50 1026353-50 | Gal 4 drums/48x48" pallet (122x122 cm)
EJC-100 Black (250 gal/946L) 1026346-90 1026353-90 Gal 1 tote/48x48" pallet (122x122 cm)

EJC-100 Black (600 ml) Cartridge | 1026346-600 12/Case 64 cases/36x48" pallet (91x122 cm)
EJC-100 Gray (600 ml) Cartridge | 1026352-600 12/Case 64 cases/36x48" pallet (91x122 cm)
Contact sales person for estimated shipping weights
Product Packaging Information

i O
1w

Cartridge Pail

Technical Sales Sheet
Data Sheet EJC
EJC-100

Return to Table of Contents>>>
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https://fastpatchsystems.com/wp-content/uploads/2025/12/Fastpatch-EJC-50-TDS-344-Rev_0.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/12/Fastpatch-EJC-50-TDS-344-Rev_0.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/12/Fastpatch-EJC-50-TDS-344-Rev_0.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/12/Fastpatch-EJC-50-TDS-344-Rev_0.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/01/FastPatch-SalesSheet-Sealant-EJC-2025.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/01/FastPatch-SalesSheet-Sealant-EJC-2025.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/12/Fastpatch-EJC-100-TDS-346-Rev_0.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/12/Fastpatch-EJC-100-TDS-346-Rev_0.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/12/Fastpatch-EJC-100-TDS-346-Rev_0.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/12/Fastpatch-EJC-100-TDS-346-Rev_0.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/01/FastPatch-SalesSheet-Sealant-EJC-2025.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/01/FastPatch-SalesSheet-Sealant-EJC-2025.pdf

DPR ce

FastPatch® DPR is an easy-to-apply durable pavement reinstatement material. FastPatch® DPR is supplied in bulk
containers for rapid deployment or kits with everything included for ease of use. FastPatch® DPR is a polymer
binder based on a blend of recycled and renewable materials designed to be installed in clean, dry and sound
areas. FastPatch® DPR has good adhesion to concrete and asphalt and can be used to permanently repair a
variety of pavement damage.

DPR Combo Kit (0.2CF /6L) 1026213-KIT Kit 48 kits/36x48" pallet (91x122 cm)
DPR Combo Kit (0.4CF /11L) 1026212-KIT Gal 36 kits/36x48" pallet (91x122 cm)
Contact sales person for estimated shipping weights
Product Packaging Information
u
Pail Technical Sales Sheet Declaration DPR
Data Sheet DPR-Kit of Performance
DPR

Return to Table of Contents>>>
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https://vimeo.com/121749586
https://fastpatchsystems.com/wp-content/uploads/2025/12/FastPatch-DPR-TDS-033-Rev_7.pdf
https://polyquik.com/wp-content/uploads/FastPatch-DPR-TDS-033-Rev_7.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/12/FastPatch-DPR-TDS-033-Rev_7.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/12/FastPatch-DPR-TDS-033-Rev_7.pdf
https://vimeo.com/121749586
https://fastpatchsystems.com/wp-content/uploads/2025/02/FastPatch-SalesSheet-Repair-DPR-Kit-2024.pdf
https://fastpatchsystems.com/wp-content/uploads/2025/02/FastPatch-SalesSheet-Repair-DPR-Kit-2024.pdf
https://fastpatchsystems.com/wp-content/uploads/2026/06/FastPatch-DPR-CE-DoP-Rev_0.pdf
https://fastpatchsystems.com/wp-content/uploads/2026/06/FastPatch-DPR-CE-DoP-Rev_0.pdf
https://fastpatchsystems.com/wp-content/uploads/2026/06/FastPatch-DPR-CE-DoP-Rev_0.pdf
https://fastpatchsystems.com/wp-content/uploads/2026/06/FastPatch-DPR-CE-DoP-Rev_0.pdf
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