
 

T e c h n ic a l 

D a t a S h e e t 

FastPatch 100NS 
Versatile 1K Non-Slump Adhesive and Sealant 
 

DESCRIPTION 

FastPatch 100NS is a one-component, moisture cure, adhesive and sealant with excellent adhesion to a wide 

variety of substrates and ±25% movement capabilities. 100NS cures quickly in the presence of moisture (humidity) 

and is suitable for vertical applications because it is non-slump. FastPatch 100NS meets the requirements of 

ASTM C920 Type S, Grade NS, Class 25.   
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WHERE TO USE 

• Joints and Cracks 

• Vertical or Horizontal Applications  

• Concrete, Asphalt, Wood, Plastic, etc. 

• Seal and Adhere Variety of Construction Materials 
 

 
FEATURES AND BENEFITS 

• Fast cure - tack free by 1 hour and paintable at 2 

• Low VOC, No Solvents 

• Excellent Adhesion to Variety of Substrates 

• Easy to Apply – no special equipment required 

 

PACKAGING 
10.1-oz. Universal Cartridge 
20-oz. Sausage Pack 

 

COLORS  
Gray 
 

 

SHELF LIFE 
1 year when properly stored. 
 
 

STORAGE 
Store and ship this product in clean, dry, 

low-humidity, and shaded or covered environments 

below 75°F (24°C)

 

TYPICAL PROPERTIES 
 

 Result ASTM 

Skin Time 20 minutes at 77°F / 50% RH - 

Tack-Free Time 1 hour at 77°F / 50% RH C679 

Movement Capability Class 25 C719, C920 (4.1.8) 

Hardness 30-40 Shore A C661 

Ultimate Elongation 300% D412 

VOC 9 g/L (0.14%) D2369 

Vertical Slump None, Grade NS D2202, C920  

 

APPLICATION INSTRUCTIONS 
 

1) Always use appropriate PPE when handling and applying FastPatch 100NS. 
2) FastPatch 100NS adheres to a wide variety of clean and dry substrates. WVCO recommends you test a 

small section of the desired substrate for compatibility before beginning.  
3) Ensure substrates are clean and dry. Remove any previously installed adhesives or sealants. Clean 

substrates as necessary to remove any contaminants or oils.  
4) Apply with appropriate caulking gun, cut tip to desired sealant bead size, tool as needed.  
5) Excess FastPatch 100NS may be cleaned up with mineral spirits or similar solvent. 
 
 
Note: FastPatch 100NS cures approximately ¼” depth per 24 hours at standard conditions (70°F / 50% RH). 
Lower temperature and humidity will slow the cure, higher temperature and humidity will speed the cure.  

 

 

http://www.wilvaco.com/


 

HEALTH AND SAFETY 
 

Before handling, you should become familiar with the Safety Data Sheet (SDS) regarding the risks and safe use of this 

product. To obtain an SDS, please call 800-333-9826 or send an email to: msds@wilvaco.com. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 
DISCLAIMER OF WARRANTY 
TEST RESULTS ARE TO BE CONSIDERED AS REPRESENTATIVE OF CURRENT PRODUCTION AND SHOULD NOT BE TREATED AS SPECIFICATIONS. WHILE ALL THE INFORMATION PRESENTED IN THIS 
DOCUMENT IS BELIEVED TO BE RELIABLE AND TO REPRESENT THE BEST AVAILABLE DATA ON THESE PRODUCTS, NO GUARANTEE, WARRANTY, OR REPRESENTATION IS MADE, INTENDED, OR IMPLIED AS TO 
THE CORRECTNESS OR SUFFICIENCY OF ANY INFORMATION, OR AS TO THE SUITABILITY OF ANY CHEMICAL COMPOUNDS FOR ANY PARTICULAR USE, OR THAT ANY CHEMICAL COMPOUNDS OR USE 
THEREOF ARE NOT SUBJECT TO A CLAIM BY A THIRD PARTY FOR INFRINGEMENT OF ANY PATENT OR OTHER INTELLECTUAL PROPERTY RIGHT. EACH USER SHOULD CONDUCT A SUFFICIENT INVESTIGATION 
TO ESTABLISH THE SUITABILITY OF ANY PRODUCT FOR ITS INTENDED USE. PROPER APPLICATION IS THE RESPONSILBITY OF THE USER. AS WITH ANY PRODUCT THE USE OF THE THIS PRODUCT IN A GIVEN 
APPLICATION MUST BE TESTED (INCLUDING BUT NOT LIMITED TO FIELD TESTING) IN ADVANCE BY THE USER TO DETERMINE SUITIBILITY. TESTING IS THE REQUIREMENT OF BOTH ENGINEERS AND 
CONTRACTORS ALIKE. WVCO DOES NOT WARRANT THE APPLICATION UNDER ANY OR ALL CIRCUMSTANCES. 
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DIVISIONS  

WESTERN DIVISION 
660 McKinley Street 
Eugene, OR 97402 
Tel 541.484.9621  

 
EASTERN DIVISION 

6662 Marbut Road 

Lithonia, GA 30058 
Tel 888.878.9826 
 
MIDWEST DIVISION 

1549 Hwy 2 

Two Harbors, MN 55616 
Tel 218.834.3922 
 
PRECISION TECHNOLOGIES DIVISION 

990 Owen Loop North 

Eugene, OR 97402 

Tel 541.484.2368 

www.pre-tec.com 

 
SOUTHERN DIVISION 

100 Dixie Mae Drive 

PO Box 4450 
Pineville, Louisiana 71361 

Tel 318.640.5077 

SUBSIDIARIES  

 
ECLECTIC PRODUCTS INC. 

Corporate Office 

990 Owen Loop  North 

Eugene, OR 97402 

Tel 541.284.4667 
www.eclecticproducts.com 

 
IDAHO MILL & GRAIN 

445 North 430 West Hwy 

PO Box188 

Malad City, Idaho 83252 
Tel 208.766.2206 

 
TAPEL WILLAMETTE LTD. S.A. 

Av. Estero La Posada 3625 
Parque Industrial Coronel 
Coronel, Chile 

Tel 011.56.41.2.928.100 
www.tapel.cl 
 
 
 
 
 
 

 
 
W07-R&D-TDS-093 
REV 01 
Revision Date: August 2020 

mailto:msds@wilvaco.com
http://www.wilvaco.com/
mailto:info@wilvaco.com
http://www.polyquik.com/
http://www.polyquik.com/
http://www.spikefast.com/
http://www.pre-tec.com/
http://www.eclecticproducts.com/
http://www.tapel.cl/

